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Thank you for 
purchasing this 
product. 
Please read this 
Owner's Manual 
carefully before 
operating. 
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Safety Rules 



• To avoid electric shock and fire hazards, plug the air conditioner directly into an 
appropriate electrical outlet(120V AC). Do not alter the electrical plug that is in 
disrepair or with electrical connections such as an extension cord. 

• Do not insert any objects or fingers into the air conditioner. This may result in 
damage to the air conditioner or electric shock. 

• Do not block the air intake or outlet grill as it could damage the air conditioner. 

• Do not use the air conditioner outside or in a wet environment such as a bathroom. 
Do not let the air conditioner come in contact with water. 

• Unplug the air conditioner when not in use. 

• Open the bottom drain plug if the air conditioner will not be used for an extended 
period of time. 

• Only run the unit on a flat, stable surface and where the air conditioner is upright to 
ensure proper operation. 

• Do not place anything on top of the unit. 

• Do not locate the air conditioner directly beneath a wall outlet. 

• Do not place the unit directly on or against soft furnishings (for example curtains), 
near heat sources (for example heaters, ovens, fireplaces, etc), or near flammable 
materials, combustible gases, oxygen tanks, etc. 

• Do not touch any part of the air conditioner if your hands are wet. 

If the power cord is damaged in any way, it must be replaced by the manufacturer 
or its service agent or a similarly qualified individual to prevent a hazard. 

NOTE: The air-conditioner can be connected only to a supply with system 
impedance no more than 0.4582 ohms. 
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NAMES OF PARTS 



OPRATION PANEL 




FRONT VIEW SIDE VIEW REAR VIEW 

Fig.1 

ACCESSORIES 



PARTS : 


PAWS A/AMF : 


QUANTITY : 




DUCT 


1 




ADAPTOR A (FOR PERMANENT DUCT 
MOUNTING) 


1 






I 


ADAPTOR B (FOR TEMPORARY DUCT 
MOUNTING) 


1 




WALL PLUG 


4 




SCREWS 


4 


y 

i linn i 


ALKALINE BATTERIES 


2 




OIK' 




REMOTE CONTROLLER 


1 




WATER PUMP DRAIN HOSE 


1 



Fig.2 

• Check all the accessories are included in the package and please refer to the installation instructions 
for their usage. 
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OPERATION PANEL OF THE AIR CONDITIONERf COOUNG AND HEATING] 



DIGITAL DISPLAY 



COOL/DRY/FAN/HEAT INDICATIOR 
FAN SPEED INDICATOR Green lamp will light when the mode is selected 



TEMP SETTING BUTTON 
Press your desired room temperature 
setting by pressing the button "A"(up) 
or button "v "(down 




WATER FULL INDICATOR 
Red lamp will blink when the tank is full 



POWER INDICATOR 



TIMER ON/OFF BUTTON 
Program the on/off timer function 



POWER BUTTON 
Turn on/off the unit 



MODES BUTTON 

Select the operation mode 

from COOL. DRYFAN. HEAT 



FAN SPEED BUTTON 
Select the fan speed from 
HIGH. MED or LOW 



OPERATING PANEL 

Fig.3 



OPERATION PANEL OF THE AIR CONDITIONERf COOUNG ONLY TYPE) 



DIGITAL DISPLAY 



COOL/DRY/FAN INDICATOR 
FAN SPEED INDICATOR Green lamp will light when the mode is selected 




OPERATING PANEL 

Fig.4 



FAN SPEED BUTTON 
Press the button to select 
the fan speed from 
HIGH. MED or LOW 



OPERATING INSTRUCTING FOR THE AIR CONDITIONER 

Before Starting This Unit 

1) Select a suitable location, make sure you have easy access to an electrical outlet. 

2) Install the Flexible Exhaust Hose and the Adjustable Window Slider Kit as depicted in Fig.5 & 



Fig. 5a 




NOTE: Step 2 is required only while using the "cooling mode". 

3) Plug the unit into a 115V~60Hz grounded electrical outlet. 

4) Make sure the water pump drain hose is correctly installed. 

5) Press the "on / off " button to turn on the unit. 




1 BEFORE USE 

Dehumidifying and Cooling Operations 

- The operating range for cooling operating is 63°F-86°F. 

- If the cooling or dehumidifying operations have been turned off and need to be turned back on, 
allow approximately three minutes for the cooling or dehumidifying operations to resume. 

- Make sure the water pump drain hose is correctly connected to the unit. 
Power supply: 

- Insert the AC Power Plug to a AC socket. 

- Do not connect the air conditioner to an electrical outlet which is also being used for another 
electrical appliance. 

- Be sure the power supply is AC 1 1 5V~ 60Hz. 



2 COOLING OPERATION (Operating temperature range: 17 o C-32°C/63 o F-90°Fj 

- Press the "MODE" button several times until the "COOL" indicator light comes on. 

- Press the "TEMP SETTING" buttons "A" or " ▼ to select your desired room temperature. 
(17 o C-30°C/63 o F-86°F) 

- Press the "FAN SPEED" button to choose the fan speed. 

3 DEHUMIDIFYING OPERATION (Operating temperature range: 1 3°C-32 o C/55 o F-90°Fj 

- Press the "MODE" button several times until the "DRY" indicator light comes on. 

- The fan will run at a fixed speed at this setting. 

- Keep windows and doors closed for the best dehumidifying effect. 

- Do not put the duct to window. 

4 HEATING OPERATION (Cooling only type without heat feature) 

(Operating temperature range:5°C-30 o C/41 o F-86°Fj 

- Press the "MODE" button several times until the "HEAT" indicator light comes on. 

- Press the "TEMP SETTING" buttons "A" or " T to select your desired room temperature. 
(17 o C-30°C/63 o F-86°F) 

- Press the "FAN SPEED" button to choose the fan speed. 

- Do not put the duct to window. 

5 FAN OPERATION 

- Press the "MODE" button several times until the "FAN " indicator light comes on. 

- Press the "FAN SPEED" button to choose the fan speed. 

- Do not put the duct to window. 

6 TIMER OPERATION 
Setting the on timer: 

- Press the "TIMER ON" button when the air conditioner is off. Select the time (in hours) when you 
would like the AC to turn on. 

- The AC will display "ON" 

- The starting time is adjustable from 0 to 24 hours. 
Setting the off timer: 

- Press the "TIMER OFF" button when the air conditioner is on. Select the time (in hours) when 
you would like the AC to turn off. 

- The turning off time is adjustable from 0 to 24 hours. 

7 WATER PUMP DRAINAGE 

- Connect the water pump drain hose to the unit before operating. When the water level of the internal 
water tank reaches a predetermined level, the water pump will be activated and drain the 
condensed water outside through the connected drain hose. The maximum delivery lift is 3.5m (12 ft). 
(With this method of drainage, attach the rubber plug to the drainage hole at the bottom of the unit 

to prevent continuous drainage. 

8 CONTINUOUS DRAINAGE 

- When you plan to leave this unit unused for a long time, remove the rubber plug from the drainage 
hole at the bottom of the unit and attach a section of the continuous drain hose to drain hose 
connector. All the water in the water tank will drain outside through the drain hose. (Under this 
condition, the water pump is not activated.) 



INSTALLATION 

1 Important: 

Install the portable air conditioner in a flat and spacious location 
where the air outlets will not be covered up. A minimum 
clearance of 11 .8in from a wall or other obstacles should 
be kept. The air conditioner shall not be used in the laundry. 
The plug shall accessible while the air conditioner is being operated. 

2 DUCT MOUNT INSTRUCTIONS: 




Fig.8 

A) TEMPORARY- 

1 . Attach one end of the duct to the exhaust air outlet of the 
mobile air conditioner, first fit the left side of the duct on the 
exhaust air panel, then the right side duct. Push it 
downwards, be sure to fix thoroughly. (See the Fig.8) 

2. Attach the other end of the duct to adaptor B. 

3. Put the end of duct to a nearby window. 

B) PERMANENT- 

1 . Attach one end of the duct to the exhaust air outlet of the 
mobile air conditioner. According to the arrow direction, 
first fit the left side of the duct on the exhaust air panel, 
then the right side duct. Push it downwards, be sure to fix 
thoroughly. (See the Fig.7) 

2. Install the adaptor A onto the wall by using 4 wall plug and 
screws, be sure to fix thoroughly. (See the Fig. 9) 

3. Attach the other end of the duct to adaptor A. 

4. Cover the hole using the adaptor cap when not in use. 

• The duct can be compressed or extended between 20in 
and 80in, but it is desirable to keep the duct length to a 
minimum. Fig. 10 

IMPORTANT: 

DO NOT OVER BEND THE DUCT (SEE Fig. 10) 





Window Kit Installation 

Your window kit has been designed to fit most standard 
vertical and horizontal opening window It 
may be necessary for you to modify some aspects of 
the installation procedures for certain window types. 
Please refer to Fig. 11 & 11a for the minimum and maximum 
window openings. 

Drain Tank Safety Feature 

This unit is equipped with an internal water tank, two full-safe 
switch mechanisms, one is used to control the water pump 
drainage, the other is used to monitor the water level inside 
the internal water tank. When the water level reaches a 
predetermined level, the full-safe switch mechanism is 
activated. The digital display shows P1 and the water full 
indicator light illuminates. Carefully move the unit outside, 
remove the rubber blockage from the back drainage hole 
and drain the water off. The unit will continue operating 
properly. 



Horizontal 
window 



Window Slider Kit 

Minimum:67.5cm(2.22ft). 

Maxmum:123cm(4.04ft). 




Fig.11 



Horizontal 
window 



0 



Window Slider Kit 

Minimum:67.5cm(2.22ft). 

Maxmum:123cm(4.04ft). 




Fig.11a 



MAINTENANCE 

1) BE SURE TO UNPLUG THE UNIT BEFORE CLEANING. 

2) DO NOT USE GASOLINE, THINNER OR OTHER CHEMICALS TO CLEAN THE UNIT. 

3) DO NOT WASH THE UNIT DIRECTLY UNDER ATAP OR WITH A HOSE DUE TO ELECTRICAL 
HAZARDS. 

4) IF THE POWER CORD IS DAMAGED, IT SHOULD BE REPAIRED BY THE MANUFACTURER OR ITS 
AUTHORIZED REPAIR AGENCY. 

IMPORTANT: 

1 AIR FILTER 

- Clean the air filter at least once every two weeks to 
prevent interior fan damage due to an accumulation of dust. 

- Removal 

Pull out the filter cover and remove the air filter from the 
filter cover. 

- Cleaning 

Wash the air filter by immersing it gently in warm water 
with a neutral detergent. Rinse the filter and let it dry. 
Mounting 

Attach the air filter to the filter cover using the attachment 
hooks on the inner surface of the cover. Put the filter cover 
back to the unit. 

2 UNIT ENCLOSURE 

- Use a damp lint-free cloth to clean the unit enclosure. 
Dry with a dry clean cloth. 




Fig.12 



Trouble Shooting 



PROBLEM 


POSSIBLE CAUSES 


SUGGESTES SOLUTION 


1.UNIT DOES NOT 
START WHEN 
PRESSING 1/0 BUTTON 


- Water full indicator blinks, water tank 
is full. 


Dump the water in the water tank. 


- Room temperature is higher than 
the set temperature. (Heating mode) 


Reset the temperature. 




- Room temperature is lower than 
the set temperature. (Cooling mode) 


Reset the temperature. 


2. NOT COOL ENOUGH 


- The windows or doors in the room 
are not closed. 


Make sure all the windows and 
doors are closed. 




- There are heat sources inside the 
room. 


Remove the heat sources if possible. 




- Exhaust air duct is not connected or 
blocked. 


Connect the duct and make 
sure it can function properly. 




- Temperature setting is too high. 


Decrease the set temperature. 




- Air filter is blocked by dust. 


Clean the air filter. 


3. POWER SHUT OFF AT 
HEATING MODE 


- The automatic over heat protection 
Function stops the unit when the 
temperature at the air outlet exceeds 
158 F 


Switch on again after the unit has cooled 
down. 


4. NOISY OR VIBRATION 


- The ground is not level or not flat 
enough. 


Place the unit on a flat, level 
ground if possible. 


5. GURGLING SOUND 


- The sound comes from the flowing 
of the refrigerant inside the 
air-conditioner. 


It is normal. 
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OWNER'S MANUAl 

REMOTE CONTROLLER 
FOR PORTARLE AIR CONDITIONER 



SET TEMPERATURE( C IF ) 



AUTO 
COOL 
DRY 
HEAT 



FAN 
HIGH 
MED 
LOW 




RESET LOCK 

o o 
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3. Performance Features 
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^Introduction of Function Buttons on the Remote Controller 
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5. Names and Functions of indicators on Remote Controller 
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6. Operating of the Remote Controller 
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Note: 

1. This operating manual is applicable to the following models of remote controller: R51H, R51H/C 

2. Model R51H is used for cooling & heating type or heating pump type air conditioner. 
Model R51H/C is used for cooling only type air conditioner. 



1 . Be sure there are no barriers between the remote controller and the receiver of indoor unit 
otherwise the air conditioner will not work. 

2. Keep the Remote Controller away from all liquids. 

3. Protect the Remote Controller from high temperatures and exposure to radiation. 

4. Keep the indoor receiver out of direct sunlight or the Air Conditioner may malfunction. 

5. Keep controller away from EMI (Electro-Magnetic Interference) supplied by other household 



Warning 



appliances. 




Remote Controller Specifications j 



Model 


R51H, R51H/C 


Rated Voltage 


3.0V 


Lowest Voltage of CPU 
Emitting Signal 


2.0V 


Reaching Distance 
Signal Range 


8m 


Environment 


-5t>60°C(-41°F~140°F) 



Performance Feature j 

1. Operating Mode: COOL. HEAT. DRY. FAN and AUTO. 

2. Timer Setting Function in 24 hours. 

3. Indoor Setting Temperature Range : 17°C~30°C.(63°F ~86°F) 

4. LCD (Liquid Crystal Display) of all functions. 

5. Control function of charactron tube 



Introduction of Function Buttons on the Remote Controller | 



© TEMP Button^: Push the button to decrease the indoor temperature setting. 

© MODE Select Button: Each time you push the button, a mode is selected in a sequence 
that goes from AUTO. COOL. DRY. HEAT and FAN, as the following figure: 

AUTO ► COOL ► DRY ► HEAT ► FAN 



'3 



A NOTE: HEAT only for Heat Pump 

© RESET Button: When the RESET button is pushed, all of the current 
settings are cancelled and the control will return to the initial settings. 

© LOCK Button: Push this button to lock in all the current settings. 
To release settings, push again. 

® TIMER ON Button: Press this button to preset the time ON(start to operate). 
Each press will increase the time ON setting in 30 minutes increments. 
When the setting time displays 10:00, each press will increase the time ON 
setting in 60 minutes increments. To cancel the time ON program, simply 
adjust the time ON to 0:00. 

® TIMER OFF Button: Press this button to preset the time OFF (turn off the operation). 
Each press will increase the time OFF setting in 30 minutes increments. When the 
setting time displays 10:00, each press will increase the time OFF setting in 60 minutes 
increments. To cancel the time OFF program, simply adjust the time OFF to 0:00 

® ON/OFF Button: Push this button to start the unit operation, push the button again to stop the unit operation. 

® FAN SPEED Button: This button is used for setting Fan Speed in the sequence that goes from AUTO . LOW . 
MED to HIGH, then back to Auto. 




Fig. 1 



® TEMP Button ▲ : Push the button to increase the indoor temperature setting. 



Names and Functions of indicators on Remote Controller | 



AUTO 
COOL 
DRY 
HEAT 



FAN 
HIGH 
MED 
LOW 



© TRANSMISSION Indicator: This indicator lights when remote controller Display Panel 

transmits signals to indoor unit. q_ 
© MODE Display: Shows the current operation modes-- AUTO, COOL, © 1 i © 

DRY , HEAT and FAN. HEAT only available for heat pump model. 
© HEAT PUMP ONLY - LOCK display is displayed by pushing the 

LOCK button. Push the LOCK button again to clear display. 
© TIMER Display: This display area shows the settings of TIMER. That is, 

if only the starting time of operation is set, it will display the TIMER ON. 

If only the turning off time of operation is set, it will display the TIMER OFF. ^ 

If both operations are set, it will show TIMER ON OFF which indicates you Fig. 2 

have chosen to set both the starting time and off time. 

© FAN Display: When the FAN button is pushed, this signal indicator lights. 

© Digital Display Area: This area will show the temperature and, if in the TIMER mode, 
will show the ON and OFF settings of the TIMER. 

A NOTE: All items are shown in the Fig. 2 for the purpose of clear presentation But during the actual operation 
only the relative functional items are shown on the display panel. 



Operating of the Remote Controller] 

O m Install / Replace Batteries 

The Remote Controller uses two alkaline dry batteries(R03/lr03X2). 

1 . To install batteries, slide back the cover of the battery compartment and install the batteries 
according to the directions (+and -) shown on the Remote Controller. 

2. To replace the old batteries , use the same method as mentioned above. 

A NOTE 

1. When replacing batteries, do not use old batteries or a different type battery. This may cause the 
remote controller to malfunction. 

2. If you do not use the remote controller for several weeks remove the batteries. Otherwise battery 
leakage may damage the remote controller. 

3. The average battery life under normal use is about 6 months. 

4. Replace the batteries when there is no answering beep from the indoor unit or if the Transmission 
Indicator light fails to appear. 

AUTOMATIC OPERATION 

When the Air Conditioner is ready for use, switch on the power and the OPERATION indicator lamp on the 
display panel of the indoor unit starts flashing. 

1 . Use the MODE select button to select AUTO. 

2. Push the TEMP button to set the desired room temperature. The most comfortable temperature settings 
are between 21 °C/70°F to 28°C/82°F 

3. Push the ON/OFF button to start the air conditioner. The OPERATION lamp on the display panel of the 
indoor unit lights. The operating mode of AUTO FAN SPEED is automatically set and there are no 
indicators shown on the display panel of the remote controller. 

4. Push the ON/OFF button again to stop the unit operation. 

A NOTE 

1. In the AUTO mode, the air conditioner can logically choose the mode of COOL, FAN, HEAT and DRY by sensing 
the difference between the actual ambient room temperature and the set temperature on the remote controller. 

2. If th e AUTO mode is not comfortable for you , the desired mode can be selected manually 

12 | 



COOL , HEAT, and FAN ONLY Operation 

1 . If the AUTO mode is not comfortable , you may manually override the settings by using COOL, DRY, 
HEAT(HEAT PUMP units only), or FAN ONLY modes. 

2. Push the TEMP button to set the desired room temperature. When in COOLING mode, the most 
comfortable settings are 21 °C/70°F or above. When in HEATING mode, the most comfortable settings 
are 28°C/82°F or below. 

3. Push the FAN SPEED to select the FAN mode of AUTO, HIGH, MED or LOW. 

4. Push the ON/OFF button. The operation lamp lights and the air conditioner starts to operate per your 
settings. Push the ON/OFF button again to stop this unit operation. 

J!k NOTE: The FAN ONLY mode cannot be used to control the temperature. While in this mode, only steps 7> 3 and 4 may 
be performed. 

0~ DRY OPERATION 

1 . Push the MODE button to select DRY. 

2. Push the TEMP button to set the desired temperature from 21 °C/70°F to 28°C/82°F. 

3. Push the ON/OFF button. The operation lamp lights and the air conditioner starts to operate in 
the DRY mode. Push the ON/OFF button again to stop this unit operation. 

TIMER Operation 

TIMER ON button can set the auto-on time of the unit. TIMER OFF button can set the auto-off time of the unit. 

1 . To set the starting time. 

1.1 Push the TIMER ON button, then the remote controller shows TIMER ON , the last set time for the 
starting operation and the signal "h" will be shown on the DIGITAL DISPLAY area. You are now ready 
to reset the time to START the operation. 

1 .2 Push the TIMER ON button again to set desired unit start time. 

1 .3 After setting the TIMER ON ,there will be a one-half second delay before the remote controller transmits 
the signal to the air conditioner. Then, after approximately another 2 seconds, the signal "h" disappears 
and the set temperature will re-appear on the digital display. 

2. To set the stopping time. 

2.1 Push the TIMER OFF button and the remote controller will show TIMER OFF, the last set time for 
the stopping operation and the signal "h" will be shown on the DIGITAL DISPLAY area. You are now 
ready to reset the time of the STOP operation. 

2.2 Push the TIMER OFF button again to set the time you want to stop the operation. 

2.3 After setting the TIMER OFF ,there will be a one-half second delay before the remote controller transmits 
the signal to the air conditioner. Then, after approximately another 2 seconds, the signal "h" disappears 
and the set temperature will re-appear on the digital display. 

3. Set the starting & stopping time 

3.1 Push the TIMER ON button, the remote controller will show TIMER ON, the last set time for START 
operation and the signal "h" will be shown on the DIGITAL display area. You are now ready to readjust 
the TIMER ON to start the operation. 

3.2 Push the TIMER ON button again to set the time you want to start the operation. 

3.3 Push the TIMER OFF button, the remote controller will show TIMER OFF, the last set time for STOP 
operation and the signal "h" will be shown on the DIGITAL display area. You are now ready to reset the 
time to STOP operation. 

3.4 Push the TIMER OFF button again to set the time you want to stop the operation. 

3.5 After setting the TIMER, there will be a one-half second delay before the remote controller transmits the 
signal to the Air Conditioner. Then, after approximately another 2 seconds, the set temperature will 
re-appear on the digital display . 

ANOTE 

1 . Please reset the TIMER after cancelling the former time settings. 

2. The setting time is relative time. That is the time set is based on the delay of the current time. 



One Year Limited Warranty 



General 

The Alen Technology portable air conditioners are warranted for a period of one yearfrom the 
date of purchase. 

Any replacements will be warranted for the unexpired portion of the original warranty. 
This warrantywill be valid onlyfor unitsin possession of the original purchaser. Proof 
of purchase must be presented to the warranty service representative. 

Exceptions 

This warranty will notapply: 

1 . To malfunctions or damage other than caused by a defect in material or workmanship. 

2. To any damage, abuse, accident, neglect, acts of nature. 

3. To anyfilters orconsumable parts 

4. To damageas a result of misuse, tampering, or failure to followany safety rules or 
operating instruction. 

5. To damagecaused by repairs oralterations to the unit. 

6. To any shipping or insurance costs related to the warranty service. 



To registeryour productor request service please visit: 
www.alentech.com 
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